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Andrews, David

From: Conger, Jeremy [Jeremy.Conger@Williams.com]
Sent: Tuesday, June 01, 2010 11:42 AM
To: Andrews, David
Subject: Williams KP 511-16

Follow Up Flag: Follow up
Flag Status: Flagged

Dave, 
 
Wanted to give you an update on this well (05‐045‐17346) 
 
‐ Observed bradenhead pressure increase during frac job on perfs at 6610‐6981 ft MD.  TOC was picked at 3960 ft.  This 
was a well we had to re‐cement after a failed primary cement job. 
‐ Pressure was vented to a pit through a choke until we could flush the frac job.  We aborted the frac job due to seeing 
pressure of 160 psi during venting with continual increase. 
‐ Well is now flowing back the frac and the bradenhead is being vented to the pit using an adjustable choke (seems 
happy at 34/64ths) which keeps the choke clear and pressure at 100 psi. 
‐ My plan is to continue to flowback the well and monitor the bradenhead pressure (hope to see a decrease in 
bradenhead activity as the frac job flows back).  Once the well is dead, I will cleanout to the Rollins plug and log the 
tracer survey across our recent frac stages (unfortunately the tracer for today was overlooked and did not get pumped). 
This may allow us to see if we have some cement channeling. 
 
Once we get the tracer survey results, my guess is that the only way to solve this will be to squeeze above the current 
TOC.  Based on logs we have for the re‐cement, I doubt we could have any luck with block squeezes as we work our way 
uphole.  I will be in‐touch before we move forward on any squeezes. 
 
If you have any questions or concerns please let me know. 
 
Thanks, 
 

Jeremy Conger 
Sr. Staff Completions Engineer 
Williams Production RMT Co. 
Piceance Valley 
303‐888‐4515 (mobile) 
303‐606‐4285 (office) 
jeremy.conger@williams.com 
 


